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PART 1 - GENERAL

1.1      REFERENCES

The publications listed below form a part of this specification to the extent referenced.  The publications
are referred to in the text by the basic designation only.

THE ALUMINUM ASSOCIATION, INCORPORATED (AA)

AA 46                                                  (1978) Anodized Architectural Aluminum

AMERICAN NATIONAL STANDARDS INSTITUTE (ANSI)

ANSI A10.3 (1995) Power-Actuated Fastening Systems

ANSI B18.2.1                                     (1996) Square and Hex Bolts and Screws
 (Inch Series)

ANSI B18.6.1                                     (1981; R 1997) Wood Screws (Inch Series)

ANSI B18.6.2                                     (1972; R 1993) Slotted Head Cap Screws,
                                                          Square Head Set Screws, and Slotted
                                                          Headless Set Screws

ANSI B18.6.3                                     (1972; R 1997) Machine Screws and Machine
Screw Nuts

AMERICAN SOCIETY FOR TESTING AND MATERIALS (ASTM)

ASTM A 123 (1997; Rev. A) Zinc (Hot-Dip Galvanized)
Coatings on Iron and Steel Products

ATM A 653 /A 653M (1997) Steel Sheet, Zinc-Coated
(Galvanized) or Zinc-Iron Alloy-Coated

ASTM B209 (1996) Aluminum and Aluminum-Alloy
Sheet and Plate

ASTM D4802 (1994) Poly (Methyl Methacrylate)
Acrylic Plastic Sheet

ASTM B 26 / B26M (1997) Aluminum-Alloy Sand Castings

ASTM B 108 (1997) Aluminum-Alloy Permanent
Mold Castings

ASTM B 221                                         (1996) Aluminum and Aluminum- Alloy
Extruded Bars, Rods, Wire, Profiles, and
Tubes
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ARCHITECTURAL & TRANSPORTATION BARRIERS COMPLIANCE BOARD (ATBCB)

ATBCB ADA TITLE III                         (1990) Americans with Disabilities Act -
                                                             Buildings and Facilities

AMERICAN WELDING SOCIETY, INC. (AWS)

AWS D1.1                                            (1998) Structural Welding Code Steel

1.2      SUBMITTALS

Submit the following in accordance with Section 01330, "Submittal Procedures."

1.2.1 SD-02, Shop Drawings

a. Bronze letters

b. Exterior post and panel signs

c. Interior room and direction plaque signs

d. Building directories

Submit complete detail drawings, templates, erection and installation details for products listed below.
Indicate dimensions, construction details, reinforcement, anchorage, and installation with relation to the
building construction.

1.2.1 SD-03, Product Data

a. Bronze letters

b. Exterior post and panel signs

c. Interior room and direction plaque signs

d. Building directories

1.2.2 SD-04,  Samples

a. Interior room and direction plaque signs

Take samples from manufacturer's stock complete as required for installation in the structure.  Samples
may be installed in the work, provided each sample is clearly identified and its location recorded.

1.3 SYSTEM DESCRIPTION

1.3.1 Signage package shall meet the requirements of the Americans with Disabilities Act – 1990
Accessibility Guidelines for Buildings and Facilities and ANSI A117.1 – 1992.
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PART 2 - PRODUCTS

2.1    BRONZE LETTERS

2.1.1 Bronze letter to match existing on campus:  Award Crafters, Inc., 14110 Sulley Field Circle,
Chantilly, VA 20151, 1681 – (703) 818-0500.  Cast aluminum, Helvetica medium 127, anodized AF-8
finish, PM-1 mounting.

2.1.2 Size:  Approximately 8 inches high.  Verify height and width.  Allow complete sign to fit as
shown on drawings.

2.1.3 Bronze Letter Schedule

a. See Drawings.

2.2 EXTERIOR POST AND PANEL SIGNS

2.2.1 Style to match other post and panel signs on campus.

2.2.2 Color to match other post and panel signs on campus.

2.2.3 Exterior building site sign schedule

a. See Drawings at the end of this section for exterior post and panel signs.  Signs are
located on the construction drawings.

2.3 ENGRAVED SIGNS

2.3.1 Engraved Signs:  Laminated colored plastic; lettering engraved through face to expose core color.

2.3.1.1 Face Color:  Color as selected.

2.3.1.2 Core Color:  Color as selected.

2.3.1.3 Total Thickness:  1/8 inch.

2.3.1.4 Edges:  Rounded.

2.3.1.5 Character Font:  Helvetica

2.3.2 Mounting:  Mount signs adjacent to the latch side of the door.  Where there is no wall space to the
latch side of the door, including at double leaf doors, signs shall be placed on the nearest adjacent wall.
Mounting height shall be 60 in above the finish floor to the centerline of the sign.  Mounting location for
such signage shall be so that a person may approach within three inches of signage without encountering
protruding objects or standing within the swing of a door.

2.3.3 Engraved Sign Schedule.  For references and style purposes the schedule is based on the "Best
Manufacturing Sign System".  Other manufacturers meeting these criteria are acceptable.
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2.3.3.1 Word & Picture and Safety Signs:

a. Men: WP287RB "MEN" and images with accessible symbol, 6" x 7 ¾ ".  Three
required.

b. Women:  WP287RB "WOMEN" and images with accessible symbol, 6: x 7 ¾ ", Three
required.

c. In case of fire:  WP260RB “IN CASE OF FIRE DO NOT USE ELEVATORS USE
STAIRS” and image, 6” x 7 ¾”.  Three required.  Mount in between elevators.  One each floor.

d. Area of Refuge:  #900006 “AREA OF RESCUE ASSISTANCE” with accessible symbol,
8”x14”x 1/8”.  Six required.  Mount at doors 216, 248, 268, 315, 342, and 361.

2.3.3.2 Directional Signage:  HC300B, 6: x 6:

a. "Rooms 105-131" and arrow pointing up.  One required.

b. "Rooms 155-180" and arrow pointing right.  One required.

c. "Rooms 134-154
               181-184" and arrow pointing left.  One required.

d. "Rooms 203-236" and arrow pointing up.  One required

e. "Rooms 260-284" and arrow pointing right.  One required.

e. "Rooms 237-259:
                            285-291" and arrow pointing left.  One required.

f. "Rooms 304-332" and arrow pointing up.  One required

g. "Rooms 354-376" and arrow pointing right.  One required.

h. "Rooms 333-353"
               377-381" and arrow pointing left.  One required.

DIRECTORY

BORDER PATROL 1ST FLOOR
BORDER PATROL 2ND FLOOR
FEDERAL LAW ENFORCEMENT TRAINING CENTER 3RD FLOOR
IMMIGRATION OFFICERS ACADEMY 2ND FLOOR
INDIAN POLICE ACADEMY 2ND FLOOR
INDIAN POLICE ACADEMY 3RD FLOOR

2.3.3.3 Room Number Signs:  HC300D, 6: x 2"

105 116 128 143 155 167
106 117 129 144 156 168
107 118 130 146 157 169
108 119 131 147 158 170
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109 120 136 148 159 171
110 121 137 149 160 172
111 122 138 150 161 173
112 123 139 151 162 176
113 124 140 152 163
114 125 141 153 165

142 154 166

203 217 231 245 260 273
204 218 232 246 261 274
205 219 233 249 262 275
206 220 234 250 263 276
207 221 235 251 264 277
208 222 237 252 265 278
209 223 238 253 266 279
210 224 239 254 267 280
211 225 240 255 269 281
212 226 241 256 270 285
213 227 242 257 271 288
214 228 243 258 272 289

229 244 259

304 321 344 359
305 322 345 360
306 323 346 362
307 324 347 363
309 325 348 364
310 326 349 365
311 327 350 366
312 332 351 367
313 333 352 368
314 334 353 369
316 335 354 370
317 336 355 373
318 338 356 379
319 339 357
320 343 358

2.3.3.4 Room Name Signs:  HC300E, 10" x 3"

STAIR #1 (3 EACH) Mount at doors 115A, 216, 315
STAIR #2 (3 EACH) Mount at doors 145A, 248, 342
STAIR #3 (3 EACH) Mount at doors 164A, 268, 361

2.3.3.5 Room Name/Number Signs:  HC300C, 8: x 6"

LIBRARY/RESOURCE 126
STUDENT RECORD 127
CONFERENCE ROOM 151
MECHANICAL 152
ELECTRICAL 153
ELEV. RM. 154
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LAN 175
DIGITAL EDITING 177
MECHANICAL 180
COPY/FAX/MAIL/SUPPLY 181
EQUIPMENT 182
DATA 183
JANITOR 184
CONFERENCE ROOM 236
ELECTRICAL 284
RESOURCE 286
EQUIPMENT 287
DATA 290
JANITOR 291
CONFERENCE ROOM 308
COPY/FAX/MAIL/SUPPLY 328
COMPUTER ROOM 329
VIEWING 330
RESOURCE 331
CONFERENCE ROOM 337
REPRO 371
ELECTRICAL 376
COPY/FAX/MAIL/SUPPLY 377
SCORING 378
DATA 380
JANITOR 381

2.3.4  Vinyl Tape

Provide 1/16 inch foam tape with adhesive on both sides in sufficient quantity to securely mount plaque
to substrate.

2.4    INSTALLATION

Attach directories to supporting structures with concealed fasteners in accordance with manufacturer's
instructions.

PART 3 - EXECUTION

3.1    EXAMINATION

Examine condition of locations and surfaces on which signs will be installed.   Do not proceed with
installation until defects or errors that would result in poor installation have been corrected.

3.2    INSTALLATION

Install signs at locations as indicated.  Ensure that signs are installed plumb and true, at mounting heights
indicated, and by method shown or specified.  Do not install signs on doors or other surfaces until finishes
on such surfaces have been applied.
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3.2.1    Anchorage

Provide anchorage to ensure that signs are fastened securely in place.  Anchorage not otherwise specified
or indicated shall include slotted inserts, expansion shields, and powder- driven fasteners when approved
for concrete; toggle bolts and through bolts for masonry; machine and carriage bolts for steel; through
bolts, lag bolts, and screws for wood.  Provide slotted inserts of types required to engage with anchors.

3.3      PROTECTION

Protect work and adjacent work and materials against damage during progress of work until completion.
Wrap finished work with paper, polyethylene film, or strippable waterproof tape for shipment and storage
and protect from damage during installation.

3.4 ADJUST AND CLEAN

Repair damage to signs incurred during installation.  Replace signs that cannot be repaired to new
condition.  Clean glass, frames, and other sign surfaces, adjust hardware for proper operation.

 END OF SECTION


